
Intelligent quality, for top performance and outsanding durability 
in every aspect of ¯ooring construction, from education  
and healthcare to of®ces and public buildings

The iQTM CONCEPT

SENSORIAL BENEFITS

·  Classic and versatile designs

·  Well known product type

·  Available in sheets and tiles

FUNCTIONAL BENEFITS

·  Very durable and long life time
product: the best life cycle cost
on the market!

·  Practical and functional designs

·  Hygienic and easy to clean

·  Highest wearing properties
with wear class T

ENVIRONMENTAL BENEFITS

·  Easily recyclable

·  Extremely low VOC emissions

·  Phthalate free plastizicer

·  Less chemicals and fresh water
used for cleaning and maintenance

iQ GRANIT ACOUSTIC
iQ OPTIMA ACOUSTIC 

1    Homogeneous vinyl ¯ooring: 
requires only dry buf®ng  
to regenerate its original  
appearance thoughout lifetime

2    Foam underlayer:
provides up to 17dB impact sound 
reduction and walking comfort

iQ NATURAL
iQ MEGALIT
iQ EMINENT
iQ GRANIT
iQ OPTIMA

   Homogeneous vinyl ¯ooring:  
requires only dry buf®ng to regenerate 
its original appearance thoughout 
lifetime
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 TECHNICAL DATA  STANDARDS iQ Natural iQ Megalit iQ Eminent iQ Granit iQ Optima iQ Granit 
Acoustic

iQ Optima 
Acoustic

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous vinyl flooring Homogeneous vinyl flooring 
with foam interlayer

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43 

Classes:
33 
42

Classes:
34
42

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 4.00mm 3.70mm

Wear layer thickness ISO 24340 (EN 429) 2.00mm 1.50mm 2.00mm

Total weight ISO 23997 (EN 430) 2 800g/m2 2 500g/m2 2 800g/m2 2 800g/m2 2 700g/m2 3 810g/m2 3 500g/m2

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2

NF S31-074

Ð

Ð

Approx.
 +15dB

Ln,e,w<65dB
Class A

Approx.
 +17dB

Ln,e,w<65dB
Class A

Residual indentation

Average measured value 0.02mm 0.12mm

! 0.20mm
ISO 24343-1 (EN 433) 
requirement ! 0.10mm ! 0.20mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

! 0.40%

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð 0575
*

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 Class A Ð

ISO 14644-1 ISO Class 4 - ISO Class 4 ISO Class 4 ISO Class 4 Ð

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

0.035m2 K/W 
Suitable 

max. 27$C
Suitable 

max. 27$C

Form of delivery
ISO 24341 (EN 426)
ISO 24342 (EN 427)

Rolls: 23lm x 2m 
Tiles: 61 x 61cm

Rolls: 
23lm x 2m 

Tiles:  
61 x 61 cm

Rolls: 
25lm x 2m 

Tiles: 
61 x 61cm

Rolls: 
25lm x 2m 

Tiles: 
61 x 61cm

Decorplanks:  
71.16 

x 10.16cm

Rolls: 
approx. 

23lm x 2m

Approx. 
25lm x 195cm

Colours ± 34 24 34

49 + 1 
Multicolour**
+ 12 iQ Granit 

Micro

iQ Optima: 51
iQ Optima  

Essence: 13
20 12

*Colour 431 is not approved for use under the IMO directive.
**iQ Granit Multicolour is not approved for use under the IMO directive.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

Download the product offer
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iQ NATURAL

iQ Natural - 3009 277

 3009 276

 3010 276
 3009 282

 3010 282
 3009 283

 3010 283
 3009 287

 3010 287
 3009 286

 3010 286

 3009 284

 3010 284
 3009 285

 3010 285
 3009 281

 3010 281
 3009 277

 3010 277
 3009 278

 3010 278

 3009 279

 3010 279
 3009 288

 3010 288
 3009 289

 3010 289
 3009 290

 3010 290
 3009 291

 3010 291
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iQ NATURAL 

Main Product Features
·  New plasticizer based on renewable

resources

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

Surface Treatment

iQ
Simply the best

Sustainability Tag

Renewable 
content

16%

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 23lm

Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Natural

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0007-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK

 TECHNICAL DATA  STANDARDS iQ Natural

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous vinyl flooring

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43 

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 800g/m2

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2 Ð

NF S31-074 Ð

Residual indentation
Average measured value 0.02mm 

ISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
ISO Class 4

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

The above information is subject to modifications for the benefit of further improvement (07/2015). 
For more detailed technical information, please contact Tarkett.

 3009 292

 3010 292
 3009 293

 3010 293
 3009 294

 3010 294

 3009 280

 3010 280

 Play with the Room Designer
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iQ NATURAL

iQ Natural - 3009 272

 3009 271

 3010 271
 3009 177

 3010 177
 3009 272

 3010 272
 3009 172

 3010 172
 3009 174

 3010 174

 3009 178

 0010 178
 3009 273

 3010 273
 3009 173

 3010 173
 3009 175

 3010 175
 3009 179

 3010 179

 3009 170

 0010 170
 3009 274

 3010 274
 3009 180

 3010 180
 3009 171

 3010 171
 3009 275

 3010 275
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iQ NATURAL 

Main Product Features
·  New plasticizer based on renewable

resources

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

Surface Treatment

iQ
Simply the best

Sustainability Tag

Renewable 
content

16%

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 23lm

Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Natural

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0007-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK

 3009 176

 3010 176

 TECHNICAL DATA  STANDARDS iQ Natural

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous vinyl flooring

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43 

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 800g/m2

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2 Ð

NF S31-074 Ð

Residual indentation

Average measured value 0.02mm 

ISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
ISO Class 4

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

 Play with the Room Designer
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iQ MEGALIT

iQ Megalit - 3390 523

 3390 501

 3396 501  
 3390 502

 3396 502
 3390 503

 3396 503
 3390 504

 3396 504
 3390 505

 3396 505

 3390 508 

 3396 508
 3390 506

 3396 506
 3390 509

 3396 509
 3390 510 

 3396 510
 3390 523

 3396 523
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iQ MEGALIT 

Main Product Features
·  Extraordinary depth of pattern

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

Surface Treatment

iQ
Simply the best

Sustainability Tag

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 23lm

Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Megalit

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0001-DoP- 2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK

 TECHNICAL DATA  STANDARDS iQ Megalit

Classi®cation

Type of ¯oorcovering EN 651  (FDIS ISO 11638) Homogeneous vinyl flooring

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 500g/m2

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2 Ð

NF S31-074 Ð

Residual indentation

Average measured value 0.02mm 

ISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
Ð

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

 3390 507

 3396 507

 Play with the Room Designer
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iQ MEGALIT

iQ Megalit - 3390 509, 3390 516

 3390 511

 3396 511
 3390 512 

 3396 512
 3390 513 

 3396 513
 3390 514

 3396 514
 3390 515

 3396 515

 3390 516

 3396 516
 3390 517

 3396 517
 3390 518 

 3396 518
 3390 524

 3396 524
 3390 520

 3396 520
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iQ MEGALIT 

Main Product Features
·  Extraordinary depth of pattern

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

Surface Treatment

iQ
Simply the best

Sustainability Tag

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 23lm

Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Megalit

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0001-DoP- 2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK

 3390 519

 3396 519

 3390 521 

 3396 521

 3390 522

 3396 522

 TECHNICAL DATA  STANDARDS iQ Megalit

Classi®cation

Type of ¯oorcovering EN 651  (FDIS ISO 11638) Homogeneous vinyl flooring

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 500g/m2

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2 Ð

NF S31-074 Ð

Residual indentation

Average measured value 0.02mm 

ISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
Ð

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

 Play with the Room Designer
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iQ EMINENT

iQ Eminent - 2103 0128, 2103 0149

Neutrals

 2103 0125

 2103 1125

 2103 0126

 2103 1126

 2103 0127

 2103 1127

 2103 0128

 2103 1128

 2103 0129

 2103 1129

 2103 0130

 2103 1130

 2103 0131

 2103 1131

 2103 0132

 2103 1132

 2103 0133

 2103 1133

 2103 0134

 2103 1134

 2103 0135

 2103 1135

 2103 0136

 2103 1136

 2103 0137

 2103 1137

 2103 0138

 2103 1138

 2103 0139

 2103 1139
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iQ EMINENT 
Neutrals

Main Product Features
·  High performance non-directional

design with 3D effect

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

Surface Treatment

iQ
Simply the best

Sustainability Tag

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 23lm

Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Eminent

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0008-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK

 TECHNICAL DATA  STANDARDS iQ Eminent

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous vinyl flooring

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 800g/m2

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2 Ð

NF S31-074 Ð

Residual indentation

Average measured value 0.02mm 

ISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
Iso Class 4

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

 2103 0142

 2103 1142

 2103 0140

 2103 1140

 2103 0141

 2103 1141

 Play with the Room Designer
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iQ EMINENT

iQ Eminent - 2103 0128, 2103 0151, 2103 0149

Colours

 2103 0143

 2103 1143

 2103 0144

 2103 1144

 2103 0145

 2103 1145

 2103 0146

 2103 1146

 2103 0147

 2103 1147

 2103 0148

 2103 1148

 2103 0150

 2103 1150

 2103 0151

 2103 1151

 2103 0152

 2103 1152

 2103 0149

 2103 1149

Unisense

 2103 0153

 2103 1153

 2103 0154

 2103 1154

 2103 0155

 2103 1155

 2103 0156

 2103 1156

 2103 0157

 2103 1157
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iQ EMINENT  
Colours / Unisense

Main Product Features
·  High performance non-directional

design with 3D effect

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

Surface Treatment

iQ
Simply the best

Sustainability Tag

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 23lm

Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Eminent

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0008-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK

 2103 0158

 2103 1158

 TECHNICAL DATA  STANDARDS iQ Eminent

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous vinyl flooring

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 800g/m2

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2 Ð

NF S31-074 Ð

Residual indentation

Average measured value 0.02mm 

ISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
Iso Class 4

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

 Play with the Room Designer

95

V
IN

Y
L

H
E

A
V

Y
 T

R
A

F
F

IC

See page 496 for coordinated accessories offer



iQ GRANIT

iQ Granit - 3040 446 - 3040 447 - 3040 451

Neutrals

 3040 782

 3243 782
 3040 382

 3221 382

 3243 382

 3040 383

 3221 383

 3243 383

 3040 435

 3243 435
 3040 384

 3243 384

 3040 445

 3243 445
 3040 446

 3243 446
 3040 447

 3221 447

 3243 447

 3040 404

 3221 404

 3243 404

 3040 460

 3243 460

 3040 461

 3221 461

 3243 461

 3040 462

 3221 462

 3243 462

 3040 463

 3221 463

 3243 463

 3040 419

 3243 419
 3040 434

 3243 434
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iQ GRANIT 
Neutrals

Main Product Features
·  Unique range of multi solutions,

coordinated with: iQ Toro SC, iQ Granit
SD, Granit Safe.T and Granit Multisafe

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

·  iQ Granit Acoustic 15dB available

Surface Treatment

iQ
Simply the best

Sustainability Tag
iQ Granit / iQ Granit Acoustic 

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 25lm
Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Granit 2mm

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0009-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK
iQ Granit Acoustic 4mm

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0040-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

GJ
 3218 431

 3044 431

 TECHNICAL DATA  STANDARDS iQ Granit iQ Granit Acoustic

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous  
vinyl flooring

Homogeneous vinyl 
flooring with foam 

interlayer

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Classes:
33 
42

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 4.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm 1.50mm

Total weight ISO 23997 (EN 430) 2 800g/m2 3 810g/m2

iQ PUR - Yes

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2

NF S31-074

Ð

Ð

Approx.
 +15dB

Ln,e,w<65dB
Class A

Residual indentation

Average measured value 0.02mm 0.12mm

ISO 24343-1 (EN 433) 
requirement ! 0.10mm ! 0.20mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

! 0,40%

Castor wheel test ISO 4918 (EN 425) Suitable

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

0575
*

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
Class 4

Ð
Ð

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

0.035m2 K/W 
Suitable - max. 27$C

*Colour 431 is not approved for use under the IMO directive.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

 3040 420

 3243 420
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iQ GRANIT

Neutrals

 3040 453

 3243 453
 3040 770

 3221 770

 3243 770

 3040 421

 3221 421

 3243 421

 3040 449

 3221 449

 3243 449

 3040 414

 3243 414

 3040 415

 3243 415
 3040 428

 3243 428
 3040 372

 3221 372

 3243 372

 3040 410

 3243 410
 3040 409

 3243 409

Colours

 3040 375

 3221 375

 3243 375

 3040 416

 3221 416

 3243 416

 3040 751

 3243 751
 3040 772

 3221 772

 3243 772

 3040 417

 3243 417

iQ Granit - 3040 449
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iQ GRANIT 
Neutrals / Colours

Main Product Features
·  Unique range of multi solutions, coor-

dinated with: iQ Toro SC, iQ Granit SD,
Granit SafeT. and Granit Multisafe

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

·  iQ Granit Acoustic 15dB available

Surface Treatment

iQ
Simply the best

Sustainability Tag
iQ Granit / iQ Granit Acoustic

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 25lm
Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Granit 2mm

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0009-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK
iQ Granit Acoustic 4mm

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0040-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

GJ

 TECHNICAL DATA  STANDARDS iQ Granit iQ Granit Acoustic

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous  
vinyl flooring

Homogeneous vinyl 
flooring with foam 

interlayer

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Classes:
33 
42

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 4.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm 1.50mm

Total weight ISO 23997 (EN 430) 2 800g/m2 3 810g/m2

iQ PUR - Yes

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2

NF S31-074

Ð

Ð

Approx.
 +15dB

Ln,e,w<65dB
Class A

Residual indentation

Average measured value 0.02mm 0.12mm

ISO 24343-1 (EN 433) 
requirement ! 0.10mm ! 0.20mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

! 0,40%

Castor wheel test ISO 4918 (EN 425) Suitable

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

0575
*

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
Class 4

Ð
Ð

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

0.035m2 K/W 
Suitable - max. 27$C

*Colour 431 is not approved for use under the IMO directive.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

 3040 418

 3243 418

 3040 423

 3243 423

Colours

99

V
IN

Y
L

H
E

A
V

Y
 T

R
A

F
F

IC

See page 496 for coordinated accessories offer



iQ GRANIT

Colours

 3040 411

 3243 411
 3040 450

 3243 450
 3040 451

 3243 451
 3040 408

 3243 408
 3040 749

 3243 749

 3040 448

 3243 448
 3040 432

 3221 432

 3243 432

 3040 777

 3221 777

 3243 777

 3040 379

 3243 379
 3040 778

 3243 778

 3040 407

 3221 407

 3243 407

 3040 426

 3221 426

 3243 426

 3040 405

 3243 405
 3040 750

 3243 750
 3040 406

 3243 406

iQ Granit - 3040 450 - 3040 777

100



iQ GRANIT 
Colours

Main Product Features
·  Unique range of multi solutions, coor-

dinated with: iQ Toro SC, iQ Granit SD,
Granit Safe.T and Granit Multisafe

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

·  iQ Granit Acoustic 15dB available

Surface Treatment

iQ
Simply the best

Sustainability Tag
iQ Granit / iQ Granit Acoustic

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 25lm
Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Granit 2mm

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0009-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK
iQ Granit Acoustic 4mm

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0040-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

GJ

 TECHNICAL DATA  STANDARDS iQ Granit iQ Granit Acoustic

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous  
vinyl flooring

Homogeneous vinyl 
flooring with foam 

interlayer

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Classes:
33 
42

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 4.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm 1.50mm

Total weight ISO 23997 (EN 430) 2 800g/m2 3 810g/m2

iQ PUR - Yes

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2

NF S31-074

Ð

Ð

Approx.
 +15dB

Ln,e,w<65dB
Class A

Residual indentation

Average measured value 0.02mm 0.12mm

ISO 24343-1 (EN 433) 
requirement ! 0.10mm ! 0.20mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

! 0,40%

Castor wheel test ISO 4918 (EN 425) Suitable

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

0575
*

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
Class 4

Ð
Ð

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

0.035m2 K/W 
Suitable - max. 27$C

*Colour 431 is not approved for use under the IMO directive.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

 3040 464

 3243 464
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iQ GRANIT

iQ Granit - 3040 382 - 3040 383

Micro

 21050 350

 21051 350
 21050 351

 21051 351
 21050 352

 21051 352
 21050 353

 21051 353
 21050 354

 21051 354

 21050 355

 21051 355
 21050 356

 21051 356
 21050 357

 21051 357
 21050 358

 21051 358
 21050 359

 21051 359

102



 TECHNICAL DATA  STANDARDS iQ Granit

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous  
vinyl flooring 

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 800g/m2

iQ PUR - Yes

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2

NF S31-074

Ð

Ð

Residual indentation

Average measured value 0.02mm

ISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

Castor wheel test ISO 4918 (EN 425) Suitable

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

0575
*

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
Class 4

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

*Colour 431 is not approved for use under the IMO directive.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

iQ GRANIT 
Micro

Main Product Features
·  Low-contrasted pattern references

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

·  Coordinated with: iQ Toro SC, iQ Granit
SD, Granit SafeT. and Granit Multisafe

Surface Treatment

iQ
Simply the best

Sustainability Tag
iQ Granit

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 25lm
Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Granit

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0009-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK

 21050 361

 21051 361

 21050 360

 21051 360
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iQ OPTIMA

iQ Optima - 3242 821, 3242 820

 3242 862

 3076 862 

 3217 862

 3242 825

 3076 825

 3217 835

 3242 820

 3217 820
 3242 822

 3217 822
 3242 823

 3217 823

 3242 829

 3217 829
 3242 831

 3217 831
 3242 867

 3076 867

 3217 867

 3242 850

 3217 850
 3242 826

 3217 826

 3242 828

 3217 828
 3242 824

 3076 824

 3217 824

 3242 863

 3217 863
 3242 855

 3217 855
 3242 869

 3217 869
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iQ OPTIMA 

Main Product Features
·  A timeless classic revisited in an

amazing palette of 64 colours

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

·  iQ Optima Acoustic 17dB available

·  Coordinated with wetroom solution:
Optima Multisafe

Surface Treatment

iQ
Simply the best

Sustainability Tag

iQ Optima

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

iQ Optima Acoustic

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 25lm
Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Optima

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0003-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK
iQ Optima Acoustic 3.7mm

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0042-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

H J 3242 821

 3076 821

 3217 821

 3242 870

 3217 870

 TECHNICAL DATA  STANDARDS iQ Optima iQ Optima Acoustic

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous  
vinyl flooring

Homogeneous vinyl 
flooring with foam 

interlayer

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Classes:
34
42

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 3.70mm

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 700g/m2 3 500g/m2

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2

NF S31-074

Ð

Ð

Approx.
 +17dB

Ln,e,w<65dB
Class A

Residual indentation
Average measured value 0.02mm

! 0.20mmISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

! 0.40%

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
ISO Class 4

Ð
Ð

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C Suitable - max. 27$C

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.

105

V
IN

Y
L

H
E

A
V

Y
 T

R
A

F
F

IC

See page 496 for coordinated accessories offer



iQ OPTIMA

iQ Optima - 3242 855, 3242 851, 3242 839

 3242 886

 3217 886
 3242 836

 3076 836

 3217 836

 3242 851

 3217 851
 3242 861

 3217 861
 3242 833

 3217 833

 3242 834

 3217 834
 3242 835

 3217 835
 3242 838

 3217 838
 3242 839

 3217 839
 3242 841

 3217 841

 3242 856

 3076 856

 3217 856

 3242 857

 3076 857

 3217 857

 3242 843

 3217 843
 3242 847

 3217 847
 3242 848

 3217 848
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 3242 876

 3217 876

 3242 849

 3217 849

iQ OPTIMA 

Main Product Features
·  A timeless classic revisited in an

amazing palette of 64 colours

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

·  iQ Optima Acoustic 17dB available

·  Coordinated with wetroom solution:
Optima Multisafe

Surface Treatment

iQ
Simply the best

Sustainability Tag

iQ Optima

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

iQ Optima Acoustic

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 25lm
Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Optima

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0003-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK
iQ Optima Acoustic 3.7mm

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0042-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

H J

 TECHNICAL DATA  STANDARDS iQ Optima iQ Optima Acoustic

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous  
vinyl flooring

Homogeneous vinyl 
flooring with foam 

interlayer

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Classes:
34
42

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 3.70mm

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 700g/m2 3 500g/m2

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2

NF S31-074

Ð

Ð

Approx.
 +17dB

Ln,e,w<65dB
Class A

Residual indentation
Average measured value 0.02mm

! 0.20mmISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

! 0.40%

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
ISO Class 4

Ð
Ð

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C Suitable - max. 27$C

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.
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iQ OPTIMA

iQ Optima - 3242 824

 3242 871

 3217 871
 3242 872

 3217 872
 3242 864

 3217 864
 3242 853

 3076 853

 3217 853

 3242 874

 3217 874

 3242 866

 3076 866

 3217 866

 3242 845

 3076 845

 3217 845

 3242 875

 3217 875
 3242 900

 3217 900
 3242 898

 3217 898

 3242 877

 3217 877
 3242 897

 3217 897
 3242 903

 3217 903
 3242 904

 3217 904
 3242 899

 3217 899
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 3242 873

 3217 873

 3242 860

 3076 860

 3217 860

iQ OPTIMA 

Main Product Features
·  A timeless classic revisited in an

amazing palette of 64 colours

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

·  iQ Optima Acoustic 17dB available

·  Coordinated with wetroom solution:
Optima Multisafe

Surface Treatment

iQ
Simply the best

Sustainability Tag

iQ Optima

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

iQ Optima Acoustic

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 25lm
Laying direction:

61

61 Available in tiles

Laying direction:

General Information
iQ Optima

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0003-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK
iQ Optima Acoustic 3.7mm

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0042-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

H J

 TECHNICAL DATA  STANDARDS iQ Optima iQ Optima Acoustic

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous  
vinyl flooring

Homogeneous vinyl 
flooring with foam 

interlayer

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43

Classes:
34
42

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 3.70mm

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 700g/m2 3 500g/m2

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2

NF S31-074

Ð

Ð

Approx.
 +17dB

Ln,e,w<65dB
Class A

Residual indentation
Average measured value 0.02mm

! 0.20mmISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

! 0.40%

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
ISO Class 4

Ð
Ð

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C Suitable - max. 27$C

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett.
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iQ OPTIMA

iQ Optima - 3079 951

Essence Colours

W.E.  3078 952

 3079 952

 3082 952

WT.E.  3077 952

 3080 952

W.E.  3078 953

 3079 953

 3082 953

WT.E.  3077 953

  3080 953

W.E.  3078 954

 3079 954

 3082 954

WT.E.  3077 954

 3080 954

W.E.  3078 955

 3079 955

 3082 955

WT.E.  3077 955

 3080 955

W.E.  3078 956

 3079 956

 3082 956

WT.E.  3077 956

 3080 956

W.E.  3078 957

 3079 957

 3082 957

WT.E.  3077 957

 3080 957

W.E.  3078 958

 3079 958

 3082 958

WT.E.  3077 958

 3080 958

W.E.  3078 960

 3079 960

 3082 960

WT.E.  3077 960

 3080 960

W.E.  3078 961

 3079 961

 3082 961

WT.E.  3077 961

 3080 961

W.E.  3078 959

 3079 959

 3082 959

WT.E.  3077 959

 3080 959

W.E. = With Embossing  /  WT.E. = Without Embossing  /   = Plank Embossed Roll110



iQ OPTIMA 
Essence & Contrasts

Main Product Features
·  A timeless classic revisited in an

amazing palette of 64 colours

·  iQ Unique Surface Restoration system

·  Extreme durability and outstanding
¯exibility

·  Best life cycle cost on the market

·  iQ Optima Acoustic 17dB available

·  Coordinated with wetroom solution:
Optima Multisafe

Surface Treatment

iQ
Simply the best

Sustainability Tag

Recyclable 

100%
Optimal Indoor

Air Quality

< 10 !g /m 3

*TVOC AT 28 DAYS

Logistics Information

Available in rolls 
Rolls length: 25lm

Laying direction:

10,16 x 71,16cm

61

61 Available in tiles

Laying direction:

General Information
iQ Optima

EN 14041:2004

Manufactured by: Tarkett AB 
SE-372 81 Ronneby, Sweden

0019-0003-DoP-2013-07 
http://professionals.tarkett.com 

According to European  
Classification ISO 10874 (EN 685)

HK
W.E.  3078 962

 3079 962

 3082 962

WT.E.  3077 962

 3080 962

Essence Contrast

W.E.  3078 951

 3079 951

 3082 951

WT.E.  3077 951

 3080 951

W.E.  3078 950

 3079 950

 3082 950

WT.E.  3077 950

 3080 950

 TECHNICAL DATA  STANDARDS iQ Optima

Classi®cation

Type of ¯oorcovering EN 651 (FDIS ISO 11638) Homogeneous vinyl flooring

Classi®cation
ISO 10581 (EN 649) 
commercial 
industrial

Classes: 
34 
43 

Characteristics

Total thickness ISO 24346 (EN 428) 2.00mm 

Wear layer thickness ISO 24340 (EN 429) 2.00mm

Total weight ISO 23997 (EN 430) 2 700g/m2 

iQ PUR - Yes 

Abrasion group EN 660-2 Group T: ! 2mm"

Technical performances

Impact sound reduction 

Acoustic improvement

EN ISO 717/2 Ð

NF S31-074 Ð

Residual indentation
Average measured value 0.02mm 

ISO 24343-1 (EN 433) 
requirement ! 0.10mm

Reaction to ®re
EN ISO 9239-1 
EN ISO 13501-1 
EN ISO 11925-2 

# 8 kW/m2 
Bfl s1 
Pass 

Dimensional stability ISO 23999 (EN 434)
! 0.40% for rolls
! 0.25% for tiles

Castor wheel test ISO 4918 (EN 425) Suitable 

Marine equipment
IMO FTPC Part 5 and 2
IMO Res. A653

Ð

Static electric charge EN 1815 < 2kV 

Light fastness EN ISO 105-B02 # 7 

Chemical resistance ISO 26987 (EN 423) Excellent 

Fungi and bacteria  
resistance ISO 846: Part C Does not favour growth

Clean room test
ASTM F51/00 
ISO 14644-1 

Class A
ISO Class 4

Slip resistance
DIN 51130 
EN 13893

R9
 # 0.3 

Thermal resistance 
Under¯oor heating

EN 12667 /  
DIN 52612 

Approx. 0.01m2 K/W 
Suitable - max. 27$C

The above information is subject to modifications for the benefit of further improvement (07/2015). 
For more detailed technical information, please contact Tarkett.
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