
Wallcovering offer included into the complete wetroom concept, 

for wet environment in areas from healthcare to student halls 

and sports centres, to collective housing and hospitality  

environments

WETROOM WALLCOVERINGS

SENSORIAL BENEFITS

• Unique all-in-one concept: 

coordinated floors,  

walls and accessories offer

• 73 attractive and practical colours 

and designs

• Mix & match with other Tarkett 

ranges (Tapiflex & Acczent 

Evolution, Tapiflex & Acczent 

Excellence, ProtectWALL)

FUNCTIONAL BENEFITS

• Hygienic and clean

• Hard wearing and watertight 

installation

• Easy access and added value  

on safety (Class B or C floorings) 

for healthcare or aged care 

applications 

• Easy to clean

ENVIRONMENTAL BENEFITS

• Healthier interior with optimal 

indoor air quality

• 100% recyclable solution

AQUARELLE WALL

1    TopClean XP Pur reinforced surface:  
Excellent resistance to scuffing, soiling 
and staining and easy maintenance.

2    Transparent wear layer

3     Printed film

4     Intermediate layer

5     Backing layer 

AQUARELLE WALL HFS 

1    Transparent wear layer

2     Printed film

3     Intermediate layer

4     Backing layer 

1

1

2
3

4

5

2

3

4 
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 TECHNICAL DATA  STANDARDS Aquarelle Wall HFS 
Aquarelle Wall

Aquarelle Wall Borders

Classification

Type of wall covering EN 15102 Heterogeneous compact wallcovering

Classification EN 233 Pass

Characteristics

Total thickness ISO 24346 (EN 428) 0.92mm

Wear layer thickness ISO 24340 (EN 429) 0.12mm

Total weight ISO 23997 (EN 430) 1 500g/m2

Technical performances

Dimensional stability ISO 23999 (EN 434)
Lengthwise: ≤ 0.80% 
Widthwise: ≤ 0.40%

Reaction to fire EN 13501-1
B-s2 d0 on gypsum  
plasterboard and  

on A1 or A2 substrate

C-s2 d0 on gypsum  
plasterboard and  

on A1 or A2 substrate

Seam strength EN 684 ≥ 150 N/50mm

Chemical resistance ISO 26987 (EN 423) Good resistance Very good resistance

Hygiene — Does not contribute to infection spreading

Form of delivery EN 259
Rolls: 35lm x 2m 

Borders: 49cm x 30-35m
Rolls: 35lm x 2m  

Borders: 49cm x 35m

Colours — 32 + 2 borders 27 + 20 borders

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett. 

Download the product offer
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Kiruma

 
3942 037

 
3942 033

 
3942 043

 
3942 044

 
3942 046

 
3942 045

 
3942 034

 
3942 041

 
3942 042

 
3942 048

 
3942 047

 
3942 040

 
3942 031

 
3942 027

 
3942 038

AQUARELLE WALL HFS 

Kiruma - 3942046
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Aquarelle Wall HFS borders
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 25900  034  25900  037

AQUARELLE WALL HFS 

Main Product Features

•  Waterproof installation, ideal  

for wet commercial applications

•  Unique wetroom concept: walls, floors, 

borders and accessories available in 

warm and vivid tones to coordinate  

with Optima Multisafe / Granit Multisafe / 

Granit Safe.T

•  Fire resistant: B-s2 d0 

•  Hygienic and easy to maintain

Sustainability Tag

Recyclable 

100%

   

(1)

* except recycled content

*

Optimal Indoor
Air Quality

< 10 µg /m3

*TVOC AT 28 DAYS

(1) For all products produced in 2015

Logistics Information

Available in rolls 
Rolls length: approx. 35lm

Laying direction:

General Information
Aquarelle Wall HFS

EN 15102:2007+A1:2011

Manufactured by: Tarkett GDL S.A. 

Lentzweiler - LUXEMBOURG 

0131-0032-DOP-2013-07 
http://professionals.tarkett.com

 

 3942 039

 3942 049

 TECHNICAL DATA  STANDARDS Aquarelle Wall HFS 

Classification

Type of wall covering EN 15102 Heterogeneous compact wallcovering

Classification EN 233 Pass

Characteristics

Total thickness ISO 24346 (EN 428) 0.92mm

Wear layer thickness ISO 24340 (EN 429) 0.12mm

Total weight ISO 23997 (EN 430) 1 500g/m2

Technical performances

Dimensional stability ISO 23999 (EN 434)
Lengthwise: ≤ 0.80% 
Widthwise: ≤ 0.40%

Reaction to fire EN 13501-1
B-s2 d0 on gypsum  
plasterboard and  

on A1 or A2 substrate

Seam strength EN 684 ≥ 150 N/50mm

Chemical resistance ISO 26987 (EN 423) Good resistance

Hygiene — Does not contribute to infection spreading

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett. 

283

S
P

E
C

I
F

I
C

S
O

L
U

T
I
O

N
S

See page 510 for coordinated accessories offer

 Play with the Room Designer



Vogue

 
3942 050

 
3942 051

 
3942 052

 
3942 053

 
3942 054

Graphic Lines

 
3942 055

 
3942 056

 
3942 057

 
3942 058

 
3942 059

Bubbles

 
3942 061

 
3942 062

 
3942 063

 
3942 064

AQUARELLE WALL HFS 

Graphic Lines - 3942058
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AQUARELLE WALL HFS 

Main Product Features

•  Waterproof installation, ideal  

for wet commercial applications

•  Unique wetroom concept: walls, floors, 

borders and accessories available in 

warm and vivid tones to coordinate  

with Optima Multisafe / Granit Multisafe / 

Granit Safe.T

•  Fire resistant: B-S2 d0

•  Hygienic and easy to maintain

Sustainability Tag

Recyclable  

100%

   

(1)

* except recycled content

*

Optimal Indoor
Air Quality

< 10 µg /m3

*TVOC AT 28 DAYS

(1) For all products produced in 2015

Logistics Information

Available in rolls 
Rolls length: approx. 35lm

Laying direction:

General Information
Aquarelle Wall HFS

EN 15102:2007+A1:2011

Manufactured by: Tarkett GDL S.A. 

Lentzweiler - LUXEMBOURG 

0131-0032-DOP-2013-07 
http://professionals.tarkett.com

 

 3942 060

 TECHNICAL DATA  STANDARDS Aquarelle Wall HFS 

Classification

Type of wall covering EN 15102 Heterogeneous compact wallcovering

Classification EN 233 Pass

Characteristics

Total thickness ISO 24346 (EN 428) 0.92mm

Wear layer thickness ISO 24340 (EN 429) 0.12mm

Total weight ISO 23997 (EN 430) 1 500g/m2

Technical performances

Dimensional stability ISO 23999 (EN 434)
Lengthwise: ≤ 0.80% 
Widthwise: ≤ 0.40%

Reaction to fire EN 13501-1
B-s2 d0 on gypsum  
plasterboard and  

on A1 or A2 substrate

Seam strength EN 684 ≥ 150 N/50mm

Chemical resistance ISO 26987 (EN 423) Good resistance

Hygiene — Does not contribute to infection spreading

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett. 
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Aquastone
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AQUARELLE WALL 

Soft - White
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AQUARELLE WALL 

Main Product Features

•  Waterproof installation, ideal  

for wet domestic applications

•  Fresh colours and modern designs

•  Unique wetroom concept: matching 

floors, walls, borders and accessories 

available (compatible with Granit  

and/or Aquarelle Floor)

•  Hygienic and easy to maintain

Surface Treatment

Sustainability Tag

Recyclable 

100%

   

(1)

* except recycled content

*

Optimal Indoor
Air Quality

< 10 µg /m3

*TVOC AT 28 DAYS

(1) For all products produced in 2015

Logistics Information

Available in rolls 
Rolls length: approx. 35lm

Laying direction: horizontal installation 

recommended

General Information
Aquarelle Wall

EN 15102:2007+A1:2011

Manufactured by: Tarkett GDL S.A. 

Lentzweiler - LUXEMBOURG 

0131-0031-DoP-2013-07 
http://professionals.tarkett.com

 

 TECHNICAL DATA  STANDARDS Aquarelle Wall

Classification

Type of wall covering EN 15102 Heterogeneous compact wallcovering

Classification EN 233 Pass

Characteristics

Total thickness ISO 24346 (EN 428) 0.92mm

Wear layer thickness ISO 24340 (EN 429) 0.12mm

Total weight ISO 23997 (EN 430) 1 500g/m2

Technical performances

Dimensional stability ISO 23999 (EN 434)
Lengthwise: ≤ 0.80% 
Widthwise: ≤ 0.40%

Reaction to fire EN 13501-1
C-s2 d0 on gypsum  
plasterboard and  

on A1 or A2 substrate

Seam strength EN 684 ≥ 150 N/50mm

Chemical resistance ISO 26987 (EN 423) Very good resistance

Hygiene — Does not contribute to infection spreading

The above information is subject to modifications for the benefit of further improvement (07/2015). 
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Variata

287

S
P

E
C

I
F

I
C

S
O

L
U

T
I
O

N
S

See page 510 for coordinated accessories offer

 Play with the Room Designer



Kimono Leaf
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Simone Quadros
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AQUARELLE WALL 

 Simone - Black
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AQUARELLE WALL  

Main Product Features

•  Waterproof installation, ideal  

for wet domestic applications

•  Fresh colours and modern designs

•  Unique wetroom concept: matching 

floors, walls, borders and accessories 

available (compatible with Granit  

and/or Aquarelle Floor)

•  Hygienic and easy to maintain

Surface Treatment

Sustainability Tag

Recyclable 

100%

   

(1)

* except recycled content

*

Optimal Indoor
Air Quality

< 10 µg /m3

*TVOC AT 28 DAYS

(1) For all products produced in 2015

Logistics Information

Available in rolls 
Rolls length: approx. 35lm

Laying direction: horizontal installation 

recommended

General Information
Aquarelle Wall

EN 15102:2007+A1:2011

Manufactured by: Tarkett GDL S.A. 

Lentzweiler - LUXEMBOURG 

0131-0031-DoP-2013-07 
http://professionals.tarkett.com
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 TECHNICAL DATA  STANDARDS Aquarelle Wall

Classification

Type of wall covering EN 15102 Heterogeneous compact wallcovering

Classification EN 233 Pass

Characteristics

Total thickness ISO 24346 (EN 428) 0.92mm

Wear layer thickness ISO 24340 (EN 429) 0.12mm

Total weight ISO 23997 (EN 430) 1 500g/m2

Technical performances

Dimensional stability ISO 23999 (EN 434)
Lengthwise: ≤ 0.80% 
Widthwise: ≤ 0.40%

Reaction to fire EN 13501-1
C-s2 d0 on gypsum  
plasterboard and  

on A1 or A2 substrate

Seam strength EN 684 ≥ 150 N/50mm

Chemical resistance ISO 26987 (EN 423) Very good resistance

Hygiene — Does not contribute to infection spreading

The above information is subject to modifications for the benefit of further improvement (07/2015). 

Circle
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 25903 108

* Not matching leaf grey border.

289

S
P

E
C

I
F

I
C

S
O

L
U

T
I
O

N
S

See page 510 for coordinated accessories offer

 Play with the Room Designer



AQUARELLE WALL BORDERS

Lines - Red

Soft Oak Quadros
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Leaf Lines
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AQUARELLE WALL  
BORDERS

Main Product Features

•  Matching borders with Aquarelle Wall 

ranges to upgrade your installation

•  Waterproof installation, ideal for wet 

domestic applications

•  Unique wetroom concept: matching 

floors, walls, and accessories  

available

Surface Treatment

Sustainability Tag

Recyclable  
Recycled content 

100% 
00%

   

(1)

* except recycled content

*

Optimal Indoor
Air Quality

< 10 µg /m3

*TVOC AT 28 DAYS

(1) For all products produced in 2015

Logistics Information

Available in rolls 
Rolls length: approx. 35lm

Laying direction: horizontal installation 

recommended

General Information
Aquarelle Wall Borders

EN 15102:2007+A1:2011

Manufactured by: Tarkett GDL S.A. 

Lentzweiler - LUXEMBOURG 

0131-0031-DoP-2013-07 
http://professionals.tarkett.com

 

 TECHNICAL DATA  STANDARDS Aquarelle Wall Borders

Classification

Type of wall covering EN 15102 Heterogeneous compact wallcovering

Classification EN 233 Pass

Characteristics

Total thickness ISO 24346 (EN 428) 0.92mm

Wear layer thickness ISO 24340 (EN 429) 0.12mm

Total weight ISO 23997 (EN 430) 1 500g/m2

Technical performances

Dimensional stability ISO 23999 (EN 434)
Lengthwise: ≤ 0.80% 
Widthwise: ≤ 0.40%

Reaction to fire EN 13501-1
C-s2 d0 on gypsum  
plasterboard and  

on A1 or A2 substrate

Seam strength EN 684 ≥ 150 N/50mm

Chemical resistance ISO 26987 (EN 423) Very good resistance

Hygiene — Does not contribute to infection spreading

The above information is subject to modifications for the benefit of further improvement (07/2015). 

G
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y

 25906 131*

Oak

* Not matching leaf grey wall.
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