
Colourful linoleum collection with the new xf2 TM surface 
treatment, to meet the ambitions of any architectural project in 
Education, Healthcare and Of®ces

LINOLEUM xf2 TM
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xf2 TM COMPACT
xf2 TMSILENCIO 
/ ACOUSTIC CORK

SENSORIAL BENEFITS

·  Matt appearence for a natural look

·  Modern and amazing colours  
and designs easy to mix & match 

·  All 112 colours available  
in Compact and Acoustic Silencio 
18dB 

·  Veneto and Style Emme designs 
available on request in Acoustic 
Cork 15dB acoustic option

·  Matching skirting, corners,  
wall bases and welding rods

FUNCTIONAL BENEFITS

·  Save time and money  
on maintenance with the new xf2 TM 
surface treatment: no polish,  
no stripping  and polymer waxing 
over the lifetime of the product!

·  Naturally bactericidal

·  Tailored solutions for speci®c needs: 
Sicuro xf2 TM R10, Veneto xf2 TM B̄   
and Linoleum xf2 TM Static 
Dissipative (see under the section 
ªStatic Controlº)

ENVIRONMENTAL BENEFITS

·  Natural and recyclable ¯oor, 
made  of natural and renewable 
ingredients

·  First cradle to cradle certi®ed

·  Sustainable and natural

·  Good indoor air quality 

·  Simpli®ed maintenance  
for a better carbon footprint

1    xf2 TM surface treatment  
improved performance and 
resistance to abrasion

2     Pure linoleum  
stable design throughout product 
lifetime

3     Jute backing   
natural, 100% bio-degradable

1    xf2 TM surface treatment  
improved performance and resistance to abrasion

2     Pure linoleum  
stable design throughout product lifetime

3      Jute backing   
natural, 100% bio-degradable

4     Recycled polyurethane foam backing  
/ cork backing 
18dB sound reduction / 15dB sound reduction
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Download the product offer

 TECHNICAL DATA  STANDARDS Veneto xf2 TM

2mm

Veneto xf2 TM 
Style Emme xf2 TM 

Style Elle xf2 TM

Veneto xf! Bfl

 2.5mm

Veneto xf2 TM

3.2mm

Veneto Sicuro  
xf2 TM R10
2.5mm

Silencio xf2 TM

3.8mm

Veneto  
Acoustic 
Cork xf2 TM

4mm

Veneto Acoustic 
Cork xf2 TM

Veneto Acoustic 
Cork Essenza
Style Emme  

Acoustic Cork xf2 TM

4.4mm

Etrusco xf2 TM

2.5mm

Classi®cation

Classi®cation

ISO 10874 (EN 685)
domestic
commercial
light industrial

Classes:
23
32
41

Classes:
23
34
43

Classes:
23
34
43

Classes:
23
34
43

Classes:
23
33
41

Classes:
22
33
41

Classes:
23
34
42

Classes:
23
34
43

Characteristics

Surface Treatment xf2 TM xf2 TM xf2 TM xf2 TM xf2 TM xf2 TM acrylic xf2 TM

Total thickness ISO 24346 (EN 428) 2.00mm 2.50mm 3.20mm 2.50mm 3.80mm 4.0mm 4.4mm 2.50mm

Total weight ISO 23997 (EN 430) ca. 2 400g/m2 ca. 3 000g/m2 ca. 3 900g/m2 ca. 3 000g/m2 ca. 3 450g/m2 ca. 4 100g/m2 ca. 4 600g/m2 ca. 3 000g/m2

Technical performances

Reaction to ®re EN 13501-1 Cfl s1 Cfl s1 (Bfl s1 for 
Veneto xf2 TM Bfl)

Cfl s1 Cfl s1 Cfl s1 Cfl s1 Cfl s1 Cfl s1

Residual 
indentation ISO 24343 (EN 433) ca. 0.07mm ca. 0.08mm ca. 0.10mm ca. 0.08mm ! 0.20mm ! 0.25mm ! 0.25mm ca. 0.08mm

Slip resistance DIN 51130
EN 13893

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R10 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

Flexibility ISO 23344  
(EN 435 Method A) ! 25mm ! 30mm ! 40mm ! 30mm ! 30mm ! 30mm ! 30mm ! 30mm

Castor chair ISO 4918 (EN 425) Suitable for office chairs with castors type W (Norm EN 12529)

Static electrical 
propensity EN 1815 < 2kV < 2kV < 2kV < 2kV < 2kV < 2kV < 2kV < 2kV

Chemical resistance ISO 26987 (EN 423) Resistant to dilute acids,oils, fats, current solvents and alkalis

Thermal resistance 
Under¯oor heating

ISO 10456 
(EN12524)

0.012m2 K/W 
Suitable

0.015m2 K/W 
Suitable

0.019m2 K/W 
Suitable

0.015m2 K/W 
Suitable

0.040m2 K/W 
Suitable

0.042m2 K/W 
Suitable

0.045m2 K/W 
Suitable

0.015m2 K/W 
Suitable

Light fastness EN ISO 105-B02 
Method 3 " 6 " 6 " 6 " 6 " 6 " 6 " 6 " 6

Impact sound  
reduction

ISO 140-8 
EN ISO 717-2 ! 4dB ! 6dB ! 6dB ! 6dB 18dB 15dB 15dB ! 5dB

Impact sound  
reduction  
with Elafono*

ISO 140-8 
EN ISO 717-2 14dB 14dB 14dB 14dB Not applicable 14dB

Acoustic 
improvement NF S31-074 Ð Ð Ð Ð Class A

(Ln,e,w < 65dB)
Class B 

(Ln,e,w < 75dB) Ð

Determination of  
antibacterial 
activity

ISO 22196 Yes, naturally

Colours 20

72 (Veneto)
15 (Style 
Emme)

11 (Style Elle)
10 (Veneto Bfl)

20 29 112 20 on request

on request: 
72 (Veneto) - 
30 (Essenza) -

15 (Style Emme)

14

Form of delivery ISO 24341 (EN 426) ! 30 x 2m ! 30 x 2m ! 30 x 2m ! 30 x 2m ! 27 x 2m or ! 27 x 1.95m 
(subject to availability - please check upon order)! 30 x 2m

*Elafono:  2.0mm traditional, natural corkment underlay to be installed in combination with any compact Tarkett linoleum  
to get additional sound reduction (up to -14dB, depending on the product). Available in rolls ! 30 x 2m.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett. 

SILVER

Grands Classiques ª , a selection of 20 timeless 
colours available until 2033 in the following options:

·  2.0 - 2.5 - 3.2mm Veneto xf2 TM 

·  2.5mm Veneto Sicuro xf2 TM R10 

·  2.5mm Veneto Essenza 

·  3.8mm Veneto Silencio xf2 TM 18dB

·  4.0mm Veneto Acoustic Cork xf2 TM

·  4.4mm Veneto Acoustic Cork xf2 TM

·  4.4mm Veneto Acoustic Cork Essenza xf2 TM

·  multicolour welding rods

Find them on the following pages marked with ª  
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ª  Grands Classiques
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 2.0mm: 14871 674

 2.5mm: 14872 674

 2.5mm B̄: 14898 674

 3.2mm: 14873 674

 3.8mm: 14892 674

 4.0mm: 14880 674

 4.4mm: 14881 674

 2.0mm: 14871 604

 2.5mm: 14872 604

 3.2mm: 14873 604

 3.8mm: 14892 604

 4.0mm: 14880 604

 4.4mm: 14881 604

 2.5mm: 14872 692

 3.8mm: 14892 692

 4.4mm: 14881 692

 2.0mm: 14871 672

 2.5mm: 14872 672

 3.2mm: 14873 672

 3.8mm: 14892 672

 4.0mm: 14880 672

 4.4mm: 14881 672

 2.5mm: 14872 684

 3.8mm: 14892 684

 4.4mm: 14881 684
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 2.5mm: 14872 603

 3.8mm: 14892 603

 4.4mm: 14881 603

 2.0mm: 14871 610

 2.5mm: 14872 610

 3.2mm: 14873 610

 3.8mm: 14892 610

 4.0mm: 14880 610

 4.4mm: 14881 610

 2.0mm: 14871 608

 2.5mm: 14872 608

 3.2mm: 14873 608

 3.8mm: 14892 608

 4.0mm: 14880 608

 4.4mm: 14881 608

 2.5mm: 14872 686

 3.8mm: 14892 686

 4.4mm: 14881 686

 2.5mm: 14872 685

 3.8mm: 14892 685

 4.4mm: 14881 685
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 2.0mm: 14871 793

 2.5mm: 14872 793

 2.5mm B̄: 14898 793

 3.2mm: 14873 793

 3.8mm: 14892 793

 4.0mm: 14880 793

 4.4mm: 14881 793

 2.0mm: 14871 906

 2.5mm: 14872 906

 3.2mm: 14873 906

 3.8mm: 14892 906

 4.0mm: 14880 906

 4.4mm: 14881 906

 2.0mm: 14871 702

 2.5mm: 14872 702

 3.2mm: 14873 702

 3.8mm: 14892 702

 4.0mm: 14880 702

 4.4mm: 14881 702

 2.0mm: 14871 673

 2.5mm: 14872 673

 2.5mm B̄: 14898 673

 3.8mm: 14892 673

 4.0mm: 14880 673

 4.4mm: 14881 673

 2.0mm: 14871 671

 2.5mm: 14872 671

 3.2mm: 14873 671

 3.8mm: 14892 671

 4.0mm: 14880 673

 4.4mm: 14881 671

VENETO xf2 TM

VENETO xf2 TM- Aluminium
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 2.5mm: 14872 601

 3.8mm: 14892 601

 4.4mm: 14881 601

 2.5mm: 14872 704

 2.5mm B̄: 14898 704

 3.8mm: 14892 704

 4.4mm: 14881 704

 2.5mm: 14872 703

 3.8mm: 14892 703

 4.4mm: 14881 703

VENETO xf2TM

Classical 
marbled Greys
Main Product Features

·   Superior xf2 TM  protection 
for extreme mechanical and 
chemical toughness

·   The classical marbled 
linoleum solution with soft 
or intense pattern variations 
for a timeless effect

·   All 72 colours also available  
in Silencio xf2 TM 18dB and 
on request on Acoustic Cork 
version

Surface Treatment

A SURFACE REVOLUTION

Sustainability Tag
Veneto xf2 TM

Natural 
Renewable

94% 
76%

 
Recyclable  

Recycled content 

100% 
36%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Veneto Silencio xf2 TM

Natural 
Renewable

83% 
65%

 
Recyclable  

Recycled content 

100% 
40%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Veneto Acoustic Cork xf2 TM

Natural 
Renewable

93% 
77%

 
Recyclable  

Recycled content 

100% 
33%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Logistics Information

(2.5mm)
Available in rolls 
Rolls length: !30lm

 Silencio 
(3.8mm) Rolls length: !27lm

Acoustic 
Cork 

(4.0mm)
Rolls length: !27lm

Acoustic 
Cork 

(4.4mm)
Rolls length: !27lm

 TECHNICAL DATA  STANDARDS Veneto xf2 TM

2mm

Veneto xf2 TM

Veneto xf2 TM 
Bfl 2.5mm

Veneto xf2 TM

3.2mm

Veneto  
Silencio 

xf2 TM

3.8mm

Veneto  
Acoustic 
Cork xf2 TM

4mm

Veneto 
Acoustic Cork 

xf2 TM

4.4mm

Classi®cation

Classification

ISO 10874 (EN 685)
domestic
commercial
light industrial

Classes:
23
32
41

Classes:
23
34
43

Classes:
23
34
43

Classes:
23
33
41

Classes:
22
33
41

Classes:
23
34
42

Characteristics

Surface Treatment xf2 TM xf2 TM xf2 TM xf2 TM xf2 TM acrylic

Total thickness ISO 24346 (EN 428) 2.00mm 2.50mm 3.20mm 3.80mm 4.0mm 4.4mm

Total weight ISO 23997 (EN 430) ca. 2 400g/m2 ca. 3 000g/m2 ca. 3 900g/m2 ca. 3 450g/m2 ca. 4 100g/m2 ca. 4 600g/m2

Technical performances

Reaction to fire EN 13501-1 C¯  s1
C̄ s1  

(B¯  s1 for 
Veneto xf2 TM B̄ )

C̄ s1 C̄ s1 C̄ s1 C̄ s1

Residual indentation ISO 24343 (EN 433) ca. 0.07mm ca. 0.08mm ca. 0.10mm ! 0.20mm ! 0.25mm ! 0.25mm

Slip resistance DIN 51130
EN 13893

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

Flexibility ISO 23344  
(EN 435 Method A) ! 25mm ! 30mm ! 40mm ! 30mm ! 30mm ! 30mm

Castor chair ISO 4918 (EN 425) Suitable for of®ce chairs with castors type W (Norm EN 12529)

Static electrical 
propensity EN 1815 < 2kV < 2kV < 2kV < 2kV < 2kV < 2kV

Chemical resistance ISO 26987 (EN 423) Resistant to dilute acids,oils, fats, current solvents and alkalis

Thermal resistance 
Underfloor heating

ISO 10456  
(EN 12524)

0.012m2 K/W 
Suitable

0.015m2 K/W 
Suitable

0.019m2 K/W 
Suitable

0.040m2 K/W 
Suitable

0.042m2 K/W 
Suitable

0.045m2 K/W 
Suitable

Light fastness EN ISO 105-B02 
Method 3 " 6 " 6 " 6 " 6 " 6 " 6

Impact sound reduction ISO 140-8 
EN ISO 717-2 ! 4dB ! 6dB ! 6dB 18dB 15dB 15dB

Impact sound reduction 
with Elafono*

ISO 140-8 
EN ISO 717-2 14dB 14dB 14dB Not applicable

Acoustic 
improvement NF S31-074 Ð Ð Ð Class  A 

(Ln,e,w < 65dB)
Class B 

(Ln,e,w < 75dB)

Determination of  
antibacterial activity ISO 22196 Yes, naturally

*Elafono: 2.0mm traditional, natural corkment underlay to be installed in combination with any compact Tarkett linoleum to get 
additional sound reduction (up to -14dB, depending on the product). Available in rolls ! 30 x 2m.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information,please contact Tarkett. 

Acoustic Cork  xf2TM 4mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0024-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

BG
I

Acoustic Cork  xf2TM 4.4mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0025-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DH
J

General Information
Veneto xf2TM 2mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0010-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DF
I

Veneto  xf2TM 2.5mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0001-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K

Veneto Silencio  xf2TM 3.8mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0027-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DG
I

Veneto  xf2TM 3.2mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0012-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K

Veneto B̄

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

 0200-0014-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DG
I
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 2.0mm: 14871 616

 2.5mm: 14872 616

 3.2mm: 14873 616

 3.8mm: 14892 616

 4.0mm: 14880 616

 4.4mm: 14881 616

 2.0mm: 14871 611

 2.5mm: 14872 611

 3.2mm: 14873 611

 3.8mm: 14892 611

 4.0mm: 14880 611

 4.4mm: 14881 611

 2.0mm: 14871 711

 2.5mm: 14872 711

 2.5mm B̄: 14898 711

 3.2mm: 14873 711

 3.8mm: 14892 711

 4.0mm: 14880 711

 4.4mm: 14881 711

 2.5mm: 14872 700

 3.8mm: 14892 700

 4.4mm: 14881 700

 2.5mm: 14872 625

 3.8mm: 14892 625

 4.4mm: 14881 625

10
0%

 li
ne

n

C
or

kª

A
zu

ri
te

B
ur

la
p

Ta
up

e 
D

ar
k

 2.5mm: 14872 400

 3.8mm: 14892 400

 4.4mm: 14881 400

 2.0mm: 14871 679

 2.5mm: 14872 679

 3.2mm: 14873 679

 3.8mm: 14892 679

 4.0mm: 14880 679

 4.4mm: 14881 679

 2.5mm: 14872 624

 3.8mm: 14892 624

 4.4mm: 14881 624

 2.5mm: 14872 911

 3.8mm: 14892 911

 4.4mm: 14881 911

 2.5mm: 14872 714

 3.8mm: 14892 714

 4.4mm: 14881 911
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 2.5mm: 14872 524

 2.5mm B̄: 14898 524

 3.8mm: 14892 524

 4.4mm: 14881 524

 2.5mm: 14872 712

 3.8mm: 14892 712

 4.4mm: 14881 712

 2.5mm: 14872 121

 3.8mm: 14892 121

 4.4mm: 14881 121

 2.0mm: 14871 710

 2.5mm: 14872 710

 3.2mm: 14873 710

 3.8mm: 14892 710

 4.0mm: 14880 710

 4.4mm: 14881 710

 2.5mm: 14872 622

 3.8mm: 14892 622

 4.4mm: 14881 622

F
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 2.5mm: 14872 502

 3.8mm: 14892 502

 4.4mm: 14881 502

 2.5mm: 14872 631

 3.8mm: 14892 631

 4.4mm: 14881 631

 2.5mm: 14872 632

 3.8mm: 14892 632

 4.4mm: 14881 632

 2.5mm: 14872 637

 3.8mm: 14892 637

 4.4mm: 14881 637

VENETO xf2 TM

VENETO xf2 TM- 100% linen

ª Grands Classiques368



 TECHNICAL DATA  STANDARDS Veneto xf2 TM

2mm

Veneto xf2 TM

Veneto xf2 TM Bfl 
2.5mm

Veneto xf2 TM

3.2mm

Veneto  
Silencio 

xf2 TM

3.8mm

Veneto  
Acoustic 
Cork xf2 TM

4mm

Veneto 
Acoustic Cork 

xf2 TM

4.4mm

Classi®cation

Classification

ISO 10874 (EN 685)
domestic
commercial
light industrial

Classes:
23
32
41

Classes:
23
34
43

Classes:
23
34
43

Classes:
23
33
41

Classes:
22
33
41

Classes:
23
34
42

Characteristics

Surface Treatment xf2 TM xf2 TM xf2 TM xf2 TM xf2 TM acrylic

Total thickness ISO 24346 (EN 428) 2.00mm 2.50mm 3.20mm 3.80mm 4.0mm 4.4mm

Total weight ISO 23997 (EN 430) ca. 2 400g/m2 ca. 3 000g/m2 ca. 3 900g/m2 ca. 3 450g/m2 ca. 4 100g/m2 ca. 4 600g/m2

Technical performances

Reaction to fire EN 13501-1 C¯  s1
C̄ s1  

(B¯  s1 for Veneto 
xf2 TM B̄ )

C̄ s1 C̄ s1 C̄ s1 C̄ s1

Residual indentation ISO 24343 (EN 433) ca. 0.07mm ca. 0.08mm ca. 0.10mm ! 0.20mm ! 0.25mm ! 0.25mm

Slip resistance DIN 51130
EN 13893

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

Flexibility ISO 23344  
(EN 435 Method A) ! 25mm ! 30mm ! 40mm ! 30mm ! 30mm ! 30mm

Castor chair ISO 4918 (EN 425) Suitable for of®ce chairs with castors type W (Norm EN 12529)

Static electrical 
propensity EN 1815 < 2kV < 2kV < 2kV < 2kV < 2kV < 2kV

Chemical resistance ISO 26987 (EN 423) Resistant to dilute acids,oils, fats, current solvents and alkalis

Thermal resistance 
Underfloor heating

ISO 10456  
(EN 12524)

0.012m2 K/W 
Suitable

0.015m2 K/W 
Suitable

0.019m2 K/W 
Suitable

0.040m2 K/W 
Suitable

0.042m2 K/W 
Suitable

0.045m2 K/W 
Suitable

Light fastness EN ISO 105-B02 
Method 3 " 6 " 6 " 6 " 6 " 6 " 6

Impact sound reduction ISO 140-8 
EN ISO 717-2 ! 4dB ! 6dB ! 6dB 18dB 15dB 15dB

Impact sound reduction 
with Elafono*

ISO 140-8 
EN ISO 717-2 14dB 14dB 14dB Not applicable

Acoustic 
improvement NF S31-074 Ð Ð Ð Class  A

(Ln,e,w < 65dB)
Class B 

(Ln,e,w < 75dB)

Determination of  
antibacterial activity ISO 22196 Yes, naturally

*Elafono: 2.0mm traditional, natural corkment underlay to be installed in combination with any compact Tarkett linoleum to get 
additional sound reduction (up to -14dB, depending on the product). Available in rolls ! 30 x 2m.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information,please contact Tarkett. 

VENETO xf2TM 
Classical marbled 
Beiges
Main Product Features

·   Superior xf2 TM protection 
for extreme mechanical and 
chemical toughness

·   The classical marbled linoleum 
solution with soft or intense 
pattern variations for a 
timeless effect

·   All 72 colours also available  
in Silencio xf2 TM 18dB and 
on request on Acoustic Cork 
version

Surface Treatment

A SURFACE REVOLUTION

Sustainability Tag
Veneto xf2 TM

Natural 
Renewable

94% 
76%

 
Recyclable  

Recycled content 

100% 
36%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Veneto Silencio xf2 TM

Natural 
Renewable

83% 
65%

 
Recyclable  

Recycled content 

100% 
40%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Veneto Acoustic Cork xf2 TM

Natural 
Renewable

93% 
77%

 
Recyclable  

Recycled content 

100% 
33%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Logistics Information

(2.5mm)
Available in rolls 
Rolls length: !30lm

 Silencio 
(3.8mm) Rolls length: !27lm

Acoustic 
Cork 

(4.0mm)
Rolls length: !27lm

Acoustic 
Cork 

(4.4mm)
Rolls length: !27lm

Laying direction:

Acoustic Cork  xf2TM 4mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0024-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

BG
I

Acoustic Cork  xf2TM 4.4mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0025-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DH
J

General Information
Veneto xf2TM 2mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0010-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DF
I

Veneto  xf2TM 2.5mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0001-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K

Veneto Silencio  xf2TM 3.8mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0027-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DG
I

Veneto  xf2TM 3.2mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0012-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K

Veneto B̄

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

 0200-0014-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DG
I
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VENETO xf2 TM

D
ee

p 
B

lu
e

O
ce

an

S
ap

ph
ire

H
ya

ci
nt

h

B
lu

e 
P

ur
pl

e

 2.5mm: 14872 767

 3.8mm: 14892 767

 4.4mm: 14881 767

 2.5mm: 14872 665

 3.8mm: 14892 665

 4.4mm: 14881 665

 2.5mm: 14872 760

 3.8mm: 14892 760

 4.4mm: 14881 760

 2.5mm: 14872 764

 3.8mm: 14892 764

 4.4mm: 14881 764

 2.5mm: 14872 762

 3.8mm: 14892 762

 4.4mm: 14881 762

La
ve

nd
er

P
er

iw
in

kl
e

B
eg

on
ia

N
av

y

H
or

iz
on

ª

 2.5mm: 14872 670

 3.8mm: 14892 670

 4.4mm: 14881 670

 2.5mm: 14872 761

 3.8mm: 14892 761

 4.4mm: 14881 761

 2.5mm: 14872 742

 3.8mm: 14892 742

 4.4mm: 14881 742

 2.5mm: 14872 688

 2.5mm B̄: 14898 688

 3.8mm: 14892 688

 4.4mm: 14881 688

 2.0mm: 14871 663

 2.5mm: 14872 663

 3.2mm: 14873 663

 3.8mm: 14892 663

 4.0mm: 14880 663

 4.4mm: 14881 663

M
in

t 

G
ra

na
ta

A
bs

in
th

e

W
ill

ow
 G

re
en

A
pp

le
 G

re
en

 2.5mm: 14872 651

 3.8mm: 14892 651

 4.4mm: 14881 651

 2.5mm: 14872 741

 3.8mm: 14892 741

 4.4mm: 14881 741

 2.5mm: 14872 695

 2.5mm B̄: 14898 695

 3.8mm: 14892 695

 4.4mm: 14881 695

 2.5mm: 14872 756

 3.8mm: 14892 756

 4.4mm: 14881 756

 2.5mm: 14872 754

 3.8mm: 14892 754

 4.4mm: 14881 754

VENETO xf2 TM- Deep Blue

ª Grands Classiques370



G
ra

ssª

G
re

ge

 2.0mm: 14871 650

 2.5mm: 14872 650

 3.2mm: 14873 650

 3.8mm: 14892 650

 4.0mm: 14880 650

 4.4mm: 14881 650

 2.5mm: 14872 757

 3.8mm: 14892 757

 4.4mm: 14881 757

S
ag

e

 2.5mm: 14872 753

 3.8mm: 14892 753 

 4.4mm: 14881 753

VENETO xf2TM 
Classical marbled  
Blues & Greens
Main Product Features

·   Superior xf2 TM protection 
for extreme mechanical and 
chemical toughness

·   The classical marbled 
linoleum solution with soft or 
intense pattern variations for 
a timeless effect

·   All 72 colours also available  
in Silencio xf2 TM 18dB and 
on request on Acoustic Cork 
version

Surface Treatment

A SURFACE REVOLUTION

Sustainability Tag
Veneto xf2 TM

Natural 
Renewable

94% 
76%

 
Recyclable  

Recycled content 

100% 
36%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Veneto Silencio xf2 TM

Natural 
Renewable

83% 
65%

 
Recyclable  

Recycled content 

100% 
40%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Veneto Acoustic Cork xf2 TM

Natural 
Renewable

93% 
77%

 
Recyclable  

Recycled content 

100% 
33%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Laying direction:

Logistics Information

(2.5mm)
Available in rolls 
Rolls length: !30lm

 Silencio 
(3.8mm) Rolls length: !27lm

Acoustic 
Cork 

(4.0mm)
Rolls length: !27lm

Acoustic 
Cork 

(4.4mm)
Rolls length: !27lm

Laying direction:

 TECHNICAL DATA  STANDARDS Veneto xf2 TM

2mm

Veneto xf2 TM

Veneto xf2 TM Bfl 
2.5mm

Veneto xf2 TM

3.2mm

Veneto  
Silencio 

xf2 TM

3.8mm

Veneto  
Acoustic 
Cork xf2 TM

4mm

Veneto 
Acoustic Cork 

xf2 TM

4.4mm

Classi®cation

Classification

ISO 10874 (EN 685)
domestic
commercial
light industrial

Classes:
23
32
41

Classes:
23
34
43

Classes:
23
34
43

Classes:
23
33
41

Classes:
22
33
41

Classes:
23
34
42

Characteristics

Surface Treatment xf2 TM xf2 TM xf2 TM xf2 TM xf2 TM acrylic

Total thickness ISO 24346 (EN 428) 2.00mm 2.50mm 3.20mm 3.80mm 4.0mm 4.4mm

Total weight ISO 23997 (EN 430) ca. 2 400g/m2 ca. 3 000g/m2 ca. 3 900g/m2 ca. 3 450g/m2 ca. 4 100g/m2 ca. 4 600g/m2

Technical performances

Reaction to fire EN 13501-1 C¯  s1
C̄ s1  

(B¯  s1 for Veneto 
xf2 TM B̄ )

C̄ s1 C̄ s1 C̄ s1 C̄ s1

Residual indentation ISO 24343 (EN 433) ca. 0.07mm ca. 0.08mm ca. 0.10mm ! 0.20mm ! 0.25mm ! 0.25mm

Slip resistance DIN 51130
EN 13893

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

Flexibility ISO 23344  
(EN 435 Method A) ! 25mm ! 30mm ! 40mm ! 30mm ! 30mm ! 30mm

Castor chair ISO 4918 (EN 425) Suitable for of®ce chairs with castors type W (Norm EN 12529)

Static electrical 
propensity EN 1815 < 2kV < 2kV < 2kV < 2kV < 2kV < 2kV

Chemical resistance ISO 26987 (EN 423) Resistant to dilute acids,oils, fats, current solvents and alkalis

Thermal resistance 
Underfloor heating

ISO 10456  
(EN 12524)

0.012m2 K/W 
Suitable

0.015m2 K/W 
Suitable

0.019m2 K/W 
Suitable

0.040m2 K/W 
Suitable

0.042m2 K/W 
Suitable

0.045m2 K/W 
Suitable

Light fastness EN ISO 105-B02 
Method 3 " 6 " 6 " 6 " 6 " 6 " 6

Impact sound reduction ISO 140-8 
EN ISO 717-2 ! 4dB ! 6dB ! 6dB 18dB 15dB 15dB

Impact sound reduction 
with Elafono*

ISO 140-8 
EN ISO 717-2 14dB 14dB 14dB Not applicable

Acoustic 
improvement NF S31-074 Ð Ð Ð Class A

(Ln,e,w < 65dB)
Class B 

(Ln,e,w < 75dB)

Determination of  
antibacterial activity ISO 22196 Yes, naturally

*Elafono: 2.0mm traditional, natural corkment underlay to be installed in combination with any compact Tarkett linoleum to get 
additional sound reduction (up to -14dB, depending on the product). Available in rolls ! 30 x 2m.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information,please contact Tarkett. 

Acoustic Cork  xf2TM 4mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0024-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

BG
I

Acoustic Cork  xf2TM 4.4mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0025-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DH
J

General Information
Veneto xf2TM 2mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0010-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DF
I

Veneto  xf2TM 2.5mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0001-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K

Veneto Silencio  xf2TM 3.8mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0027-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DG
I

Veneto  xf2TM 3.2mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0012-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K

Veneto B̄

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

 0200-0014-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DG
I
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VENETO xf2 TM

VENETO xf2 TM- Carmine

E
gg

sh
el

l

S
un

¯o
w

er

C
or

al

Tu
m

er
ic

R
us

t

 2.5mm: 14872 619

 3.8mm: 14892 619

 4.4mm: 14881 619

 2.5mm: 14872 628

 3.8mm: 14892 628

 4.4mm: 14881 628

 2.5mm: 14872 615

 3.8mm: 14892 615

 4.4mm: 14881 615

 2.5mm: 14872 919

 3.8mm: 14892 919

 4.4mm: 14881 919

 2.5mm: 14872 739

 3.8mm: 14892 739

 4.4mm: 14881 739

C
or

nª

A
m

be
rª

S
al

m
on

C
ar

m
in

e

B
ur

gu
nd

y

 2.0mm: 14871 612

 2.5mm: 14872 612

 3.2mm: 14873 612

 3.8mm: 14892 612

 4.0mm: 14880 612

 4.4mm: 14881 612

 2.0mm: 14871 636

 2.5mm: 14872 636

 2.5mm B̄: 14898 636

 3.2mm: 14873 636

 3.8mm: 14892 636

 4.0mm: 14880 636

 4.4mm: 14881 636

 2.5mm: 14872 642

 3.8mm: 14892 642

 4.4mm: 14881 642

 2.5mm: 14872 645

 3.8mm: 14892 645

 4.4mm: 14881 645

 2.5mm: 14872 744

 3.8mm: 14892 744

 4.4mm: 14881 744

C
ar

am
el

P
al

e 
pi

nk

C
op

pe
r

C
ri

m
so

n

R
as

pb
er

ry

 2.5mm: 14872 635

 3.8mm: 14892 635

 4.4mm: 14881 635

 2.5mm: 14872 678

 3.8mm: 14892 678

 4.4mm: 14881 678

 2.5mm: 14872 634

 3.8mm: 14892 634

 4.4mm: 14881 634

 2.5mm: 14872 740

 2.5mm B̄: 14898 740

 3.8mm: 14892 740

 4.4mm: 14881 740

 2.5mm: 14872 945

 3.8mm: 14892 945

 4.4mm: 14881 945

ª Grands Classiques
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Te
rr

ac
ot

taª

 2.0mm: 14871 641

 2.5mm: 14872 641

 3.2mm: 14873 641

 3.8mm: 14892 641

 4.0mm: 14880 641

 4.4mm: 14881 641

P
um

pk
in

 2.5mm: 14872 633

 3.8mm: 14892 633 

 4.4mm: 14881 633

 TECHNICAL DATA  STANDARDS Veneto xf2 TM

2mm

Veneto xf2 TM

Veneto xf2 TM Bfl 
2.5mm

Veneto xf2 TM

3.2mm

Veneto  
Silencio 

xf2 TM

3.8mm

Veneto  
Acoustic 
Cork xf2 TM

4mm

Veneto 
Acoustic Cork 

xf2 TM

4.4mm

Classi®cation

Classification

ISO 10874 (EN 685)
domestic
commercial
light industrial

Classes:
23
32
41

Classes:
23
34
43

Classes:
23
34
43

Classes:
23
33
41

Classes:
22
33
41

Classes:
23
34
42

Characteristics

Surface Treatment xf2 TM xf2 TM xf2 TM xf2 TM xf2 TM acrylic

Total thickness ISO 24346 (EN 428) 2.00mm 2.50mm 3.20mm 3.80mm 4.0mm 4.4mm

Total weight ISO 23997 (EN 430) ca. 2 400g/m2 ca. 3 000g/m2 ca. 3 900g/m2 ca. 3 450g/m2 ca. 4 100g/m2 ca. 4 600g/m2

Technical performances

Reaction to fire EN 13501-1 C¯  s1
C̄ s1  

(B¯  s1 for Veneto 
xf2 TM B̄ )

C̄ s1 C̄ s1 C̄ s1 C̄ s1

Residual indentation ISO 24343 (EN 433) ca. 0.07mm ca. 0.08mm ca. 0.10mm ! 0.20mm ! 0.25mm ! 0.25mm

Slip resistance DIN 51130
EN 13893

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

R9 
DS: " 0.30

Flexibility ISO 23344  
(EN 435 Method A) ! 25mm ! 30mm ! 40mm ! 30mm ! 30mm ! 30mm

Castor chair ISO 4918 (EN 425) Suitable for of®ce chairs with castors type W (Norm EN 12529)

Static electrical 
propensity EN 1815 < 2kV < 2kV < 2kV < 2kV < 2kV < 2kV

Chemical resistance ISO 26987 (EN 423) Resistant to dilute acids,oils, fats, current solvents and alkalis

Thermal resistance 
Underfloor heating

ISO 10456  
(EN 12524)

0.012m2 K/W 
Suitable

0.015m2 K/W 
Suitable

0.019m2 K/W 
Suitable

0.040m2 K/W 
Suitable

0.042m2 K/W 
Suitable

0.045m2 K/W 
Suitable

Light fastness EN ISO 105-B02 
Method 3 " 6 " 6 " 6 " 6 " 6 " 6

Impact sound reduction ISO 140-8 
EN ISO 717-2 ! 4dB ! 6dB ! 6dB 18dB 15dB 15dB

Impact sound reduction 
with Elafono*

ISO 140-8 
EN ISO 717-2 14dB 14dB 14dB Not applicable

Acoustic 
improvement NF S31-074 Ð Ð Ð Class  A

(Ln,e,w < 65dB)
Class B 

(Ln,e,w < 75dB)

Determination of  
antibacterial activity ISO 22196 Yes, naturally

*Elafono: 2.0mm traditional, natural corkment underlay to be installed in combination with any compact Tarkett linoleum to get 
additional sound reduction (up to -14dB, depending on the product). Available in rolls ! 30 x 2m.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information,please contact Tarkett. 

VENETO xf2TM 
Classical 
marbled Reds
Main Product Features

·   Superior xf2 TM protection 
for extreme mechanical and 
chemical toughness

·   The classical marbled 
linoleum solution with soft or 
intense pattern variations for 
a timeless effect

·   All 72 colours also available  
in Silencio xf2 TM 18dB and 
on request on Acoustic Cork 
version

Surface Treatment

A SURFACE REVOLUTION

Sustainability Tag
Veneto xf2 TM

Natural 
Renewable

94% 
76%

 
Recyclable  

Recycled content 

100% 
36%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Veneto Silencio xf2 TM

Natural 
Renewable

83% 
65%

 
Recyclable  

Recycled content 

100% 
40%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Veneto Acoustic Cork xf2 TM

Natural 
Renewable

93% 
77%

 
Recyclable  

Recycled content 

100% 
33%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Logistics Information

(2.5mm)
Available in rolls 
Rolls length: !30lm

 Silencio 
(3.8mm) Rolls length: !27lm

Acoustic 
Cork 

(4.0mm)
Rolls length: !27lm

Acoustic 
Cork 

(4.4mm)
Rolls length: !27lm

Laying direction:

Acoustic Cork  xf2TM 4mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0024-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

BG
I

Acoustic Cork  xf2TM 4.4mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0025-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DH
J

General Information
Veneto xf2TM 2mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0010-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DF
I

Veneto  xf2TM 2.5mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0001-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K

Veneto Silencio  xf2TM 3.8mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0027-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DG
I

Veneto  xf2TM 3.2mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0012-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K

Veneto B̄

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

 0200-0014-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DG
I



Style Elle xf2 TM 

Style Elle xf! TM - Ferro

S
ab

bi
a

M
ok

ka

M
at

er
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A
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 2.5mm: 14825 308

 3.8mm: 14783 308
 2.5mm: 14825 317

 3.8mm: 14783 317
 2.5mm: 14825 300

 3.8mm: 14783 300
 2.5mm: 14825 309

 3.8mm: 14783 309
 2.5mm: 14825 318

 3.8mm: 14783 318

G
ia

llo
 

F
er

ro

V
el

lu
to

R
os

so

B
lu

e

 2.5mm: 14825 319

 3.8mm: 14783 319
 2.5mm: 14825 305

 3.8mm: 14783 305
 2.5mm: 14825 303

 3.8mm: 14783 303
 2.5mm: 14825 314

 3.8mm: 14783 314
 2.5mm: 14825 320

 3.8mm: 14783 320

374



Style Elle xf2 TM 
Elegant linear tone  
on tone
Main Product Features
·   Superior xf!TM protection for extreme 

mechanical and chemical toughness

·   A discrete directional linear design tone 
on tone  that can provide direction  
in corridors or open areas

·   All 11 colours also available in acoustic 
version Silencio xf!TM 18dB

·   Perfect matching with Style Emme range

·   Design range where the natural patter-
ned beauty of linoleum meets modern 
style

Surface Treatment

A SURFACE REVOLUTION

Sustainability Tag
Style Elle xf2TM

Natural 
Renewable

96% 
74%

 
Recyclable  

Recycled content 

100% 
30%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Style Elle Silencio xf2TM

Natural 
Renewable

84% 
65%

 
Recyclable  

Recycled content 

100% 
36%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Logistics Information

 (2.5mm)
Available in rolls 
Rolls length: ! 30lm

Silencio 
(3.8mm) Rolls length: ! 27lm

Laying direction:

General Information
Style Elle xf! TM

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0031-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
 K

Style Elle Silencio xf! TM

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0027-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DG
 I

V
er

de

 2.5mm: 14825 315

 3.8mm: 14783 315

 TECHNICAL DATA  STANDARDS Style Elle xf2 TM2.5mm Style Elle Silencio xf2 TM 
3.8mm

Classi®cation

Classi®cation

ISO 10874 (EN 685)
domestic
commercial
light industrial

Classes:
23
34
43

Classes:
23
33
41

Characteristics

Surface Treatment xf2 TM xf2 TM

Total thickness ISO 24346 (EN 428) 2.50mm 3.80mm

Total weight ISO 23997 (EN 430) ca. 3 000g/m2 ca. 3 450g/m2

Technical performances

Reaction to ®re EN 13501-1 Cfl s1

Residual indentation ISO 24343 (EN 433) ca. 0.08mm ca. 0.20mm

Slip resistance DIN 51130
EN 13893

R9 
DS: " 0.30

Flexibility ISO 23344  
(EN 435 Method A) # 30mm # 30mm

Castor chair ISO 4918 (EN 425) Suitable for office chairs with castors type W  
(Norm EN 12529)

Static electrical 
propensity EN 1815 < 2kV

Chemical resistance ISO 26987 (EN 423) Resistant to dilute acids,oils, fats,  
current solvents and alkalis

Thermal resistance 
Under¯oor heating

ISO 10456 
(EN 12524)

0.015m2 K/W 
Suitable

0.040m2 K/W 
Suitable

Light fastness EN ISO 105-B02 
Method 3 " 6

Impact sound  
reduction

ISO 140-8 
EN ISO 717-2 # 6dB 18dB

Impact sound  
reduction  
with Elafono*

ISO 140-8 
EN ISO 717-2 14dB Not applicable

Acoustic 
improvement NF S31-074 Ð Class A

(Ln,e,w < 65dB)

Determination of  
antibacterial activity ISO 22196 Yes, naturally

*Elafono:  2.0 mm traditional, natural corkment underlay to be installed in combination with any compact Tarkett  
linoleum to get additional sound reduction (up to -14dB, depending on the product).  
Available in rolls #30 x 2m.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett. 
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Style Emme xf!TM

S
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M
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ka

M
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A
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A
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 2.5mm: 14835 208

 3.8mm: 14782 208

 4.4mm: 14881 208

 2.5mm: 14835 217

 3.8mm: 14782 217

 4.4mm: 14881 217

 2.5mm: 14835 200

 3.8mm: 14782 200

 4.4mm: 14881 200

 2.5mm: 14835 209

 3.8mm: 14782 209

 4.4mm: 14881 209

 2.5mm: 14835 218

 3.8mm: 14782 218

 4.4mm: 14881 218

G
ia

llo

F
er

ro

C
em

en
to

A
sf

al
to

V
el

lu
to

 2.5mm: 14835 219

 3.8mm: 14782 219

 4.4mm: 14881 219

 2.5mm: 14835 205

 3.8mm: 14782 205

 4.4mm: 14881 205

 2.5mm: 14835 202

 3.8mm: 14782 202

 4.4mm: 14881 202

 2.5mm: 14835 207

 3.8mm: 14782 207

 4.4mm: 14881 207

 2.5mm: 14835 203

 3.8mm: 14782 203

 4.4mm: 14881 203

C
en

er
e

V
ul

ca
no

R
os

so

V
er

de

 2.5mm: 14835 201

 3.8mm: 14782 201

 4.4mm: 14881 201

 2.5mm: 14835 216

 3.8mm: 14782 216

 4.4mm: 14881 216

 2.5mm: 14835 214

 3.8mm: 14782 214

 4.4mm: 14881 214

 2.5mm: 14835 215

 3.8mm: 14782 215

 4.4mm: 14881 215

Style Emme xf! TM - Mokka
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Style Emme xf2 TM 
Discretely marbled  
tone on tone
Main Product Features
·   Superior xf!TM protection for extreme 

mechanical and chemical toughness

·   A discrete marbling tone on tone as 
a practical solution for maintaining a 
high quality appearence with a lasting 
impression of cleanliness.

·   All 15 colours also available in acous-
tic version Silencio xf!TM 18dB and on 
demand on Acoustic Cork xf!TM 15dB

·   Perfect matching with Style Elle range

·   Design range where the natural patter-
ned beauty of linoleum meets modern 
style

Surface Treatment

A SURFACE REVOLUTION

Sustainability Tag
Style Emme xf2TM

Natural 
Renewable

96% 
74%

 
Recyclable  

Recycled content 

100% 
30%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Style Emme Silencio xf2TM

Natural 
Renewable

83% 
65%

 
Recyclable  

Recycled content 

100% 
36%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Style Emme Acoustic Cork xf2TM

Natural 
Renewable

93% 
77%

 
Recyclable  

Recycled content 

100% 
33%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Logistics Information

 (2.5mm)
Available in rolls 
Rolls length: ! 30lm

Silencio 
(3.8mm) Rolls length: ! 27lm  

Acoustic 
Cork 

(4.4mm)
Rolls length: !27lm

Laying direction:

B
lu

e

 2.5mm: 14835 220

 3.8mm: 14782 220

 4.4mm: 14881 220

 TECHNICAL DATA  STANDARDS Style Emme xf2 TM

2.5mm

Style Emme 
Silencio xf2 TM 

3.8mm

Style Emme 
Acoustic Cork xf2 TM 

4.4mm

Classi®cation

Classi®cation

ISO 10874 (EN 685)
domestic
commercial
light industrial

Classes:
23
34
43

Classes:
23
33
41

Classes:
23
34
42

Characteristics

Surface Treatment xf2 TM xf2 TM xf2 TM
  

Total thickness ISO 24346 (EN 428) 2.50mm 3.80mm 4.4mm

Total weight ISO 23997 (EN 430) ca. 3 000g/m2 ca. 3 450g/m2 ca. 4 600g/m2

Technical performances

Reaction to ®re EN 13501-1 Cfl s1

Residual indentation ISO 24343 (EN 433) ca. 0.08mm ca. 0.20mm " 0.25mm

Slip resistance DIN 51130
EN 13893

R9 
DS: # 0.30

Flexibility ISO 23344  
(EN 435 Method A) " 30mm " 30mm " 30mm

Castor chair ISO 4918 (EN 425) Suitable for office chairs with castors type W  
(Norm EN 12529)

Static electrical 
propensity EN 1815 < 2kV

Chemical resistance ISO 26987 (EN 423) Resistant to dilute acids,oils, fats,  
current solvents and alkalis

Thermal resistance 
Under¯oor heating

ISO 10456  
(EN 12524)

0.015m2 K/W 
Suitable

0.040m2 K/W 
Suitable

0.045m2 K/W 
Suitable

Light fastness EN ISO 105-B02 
Method 3 # 6

Impact sound  
reduction

ISO 140-8 
EN ISO 717-2 " 6dB 18dB 15dB

Impact sound  
reduction  
with Elafono*

ISO 140-8 
EN ISO 717-2 14dB Not applicable

Acoustic 
improvement NF S31-074 Ð Class A

(Ln,e,w < 65dB)
Class B 

(Ln,e,w < 75dB)

Determination of  
antibacterial activity ISO 22196 Yes, naturally

*Elafono:  2.0 mm traditional, natural corkment underlay to be installed in combination with any compact Tarkett  
linoleum to get additional sound reduction (up to -14dB, depending on the product).  
Available in rolls "30 x 2m.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett. 

General Information
Style Emme xf! TM 

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0034-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K

Style Emme Silencio xf! TM

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0027-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DG
 I

 

Acoustic Cork xf! TM 4.4mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0025-DoP-2013-07 
http://professionals.tarkett.com  

 According to European  
Classification ISO 10874 (EN 685)

DH
J
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Etrusco xf!TM

B
la

ck

S
ilv

er

B
ei

ge

R
ed

 B
er

lin

R
ed

 2.5mm: 14877 098

 3.8mm: 14894 098
 2.5mm: 14877 003

 3.8mm: 14894 003
 2.5mm: 14877 002

 3.8mm: 14894 002
 2.5mm: 14877 094

 3.8mm: 14894 094
 2.5mm: 14877 041

 3.8mm: 14894 041

O
ra

ng
e

Y
el

lo
w

A
ni

se

R
ai

nf
or

es
t

In
di

go

 2.5mm: 14877 037

 3.8mm: 14894 037
 2.5mm: 14877 036

 3.8mm: 14894 036
 2.5mm: 14877 095

 3.8mm: 14894 095
 2.5mm: 14877 053

 3.8mm: 14894 053
 2.5mm: 14877 066

 3.8mm: 14894 066

C
ya

n

Ir
is

 

A
m

ar
an

th

 2.5mm: 14877 061

 3.8mm: 14894 061
 2.5mm: 14877 048

 3.8mm: 14894 048
 2.5mm: 14877 042

 3.8mm: 14894 042

Etrusco xf! TM - Silver
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Etrusco xf2 TM 
The solid design
Main Product Features
·   Superior xf!TM protection for extreme 

mechanical and chemical toughness

·   Plain design with deep and radiant 
colours 

·   All 14 colours also available  
in Silencio xf!TM 18dB

·   To be easily combined with any  
other linoleum pattern

Surface Treatment

A SURFACE REVOLUTION

Sustainability Tag
Etrusco xf2TM

Natural 
Renewable

93% 
77%

 
Recyclable  

Recycled content 

100% 
34%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Etrusco Silencio xf2TM

Natural 
Renewable

81% 
67%

 
Recyclable  

Recycled content 

100% 
40%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Logistics Information

(2.5mm)
Available in rolls 
Rolls length: ! 30lm

Silencio 
(3.8mm) Rolls length: ! 27lm

Laying direction:

General Information
Etrusco xf! TM

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0020-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K

Etrusco Silencio xf! TM

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0027-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DG
 I

E
m

er
al

d

 2.5mm: 14877 054

 3.8mm: 14894 054

 TECHNICAL DATA  STANDARDS Etrusco xf2 TM 

2.5mm
Etrusco Silencio xf2 TM 

3.8mm

Classi®cation

Classi®cation

ISO 10874 (EN 685)
domestic
commercial
light industrial

Classes:
23
34
43

Classes:
23
33
41

Characteristics

Surface Treatment xf2 TM xf2 TM

Total thickness ISO 24346 (EN 428) 2.50mm 3.80mm

Total weight ISO 23997 (EN 430) ca. 3 000g/m2 ca. 3 450g/m2

Technical performances

Reaction to ®re EN 13501-1 Cfl s1

Residual indentation ISO 24343 (EN 433) ca. 0.08mm ca. 0.20mm

Slip resistance DIN 51130
EN 13893

R9 
DS: " 0.30

Flexibility ISO 23344  
(EN 435 Method A) # 30mm # 30mm

Castor chair ISO 4918 (EN 425) Suitable for office chairs with castors type W  
(Norm EN 12529)

Static electrical 
propensity EN 1815 < 2kV

Chemical resistance ISO 26987 (EN 423) Resistant to dilute acids,oils, fats,  
current solvents and alkalis

Thermal resistance 
Under¯oor heating

ISO 10456  
(EN 12524)

0.015m2 K/W 
Suitable

0.040m2 K/W 
Suitable

Light fastness EN ISO 105-B02 
Method 3 " 6

Impact sound  
reduction

ISO 140-8 
EN ISO 717-2 # 5dB 18dB

Impact sound  
reduction  
with Elafono*

ISO 140-8 
EN ISO 717-2 14dB Not applicable

Acoustic 
improvement NF S31-074 Class A

(Ln,e,w < 65dB)

Determination of  
antibacterial activity ISO 22196 Yes, naturally

*Elafono:  2.0 mm traditional, natural corkment underlay to be installed in combination with any compact Tarkett  
linoleum to get additional sound reduction (up to -14dB, depending on the product).  
Available in rolls #30 x 2m.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett. 
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Veneto Sicuro xf!TM R10

P
eb

bl
eª

S
m

ok
eª

C
ha

rc
oa

lª

C
am

elª

Z
in

cª

 2.5mm: 1863 604  2.5mm: 1863 608  2.5mm: 1863 610  2.5mm: 1863 616  2.5mm: 1863 671

A
lu

m
in

iu
mª

S
te

elª

S
la

teª

C
or

kª

S
to

rm
ª

 

 2.5mm: 1863 672  2.5mm: 1863 673  2.5mm: 1863 674  2.5mm: 1863 679  2.5mm: 1863 702

N
eu

tr
alª

E
cr

uª

G
re

yª

G
ra

ph
ite

ª

 2.5mm: 1863 710  2.5mm: 1863 711  2.5mm: 1863 793  2.5mm: 1863 906

ª Grands Classiques

Veneto Sicuro xf! TM R10 - Aluminium

380



S
is

alª

 2.5mm: 1863 611

 TECHNICAL DATA  STANDARDS Veneto Sicuro xf2 TM  R10
2.5mm

Classi®cation

Classi®cation

ISO 10874 (EN 685)
domestic
commercial
light industrial

Classes:
23
34
43

Characteristics

Surface Treatment xf2 TM

Total thickness ISO 24346 (EN 428) 2.50mm

Total weight ISO 23997 (EN 430) ca. 3 000g/m2

Technical performances

Reaction to ®re EN 13501-1 Cfl s1

Residual indentation ISO 24343 (EN 433) ca. 0.08 mm

Slip resistance DIN 51130
EN 13893

R10 
DS: ! 0.30

Flexibility ISO 23344  
(EN 435 Method A) " 30mm

Castor chair ISO 4918 (EN 425) Suitable for office chairs with castors type W  
(Norm EN 12529)

Static electrical 
propensity EN 1815 < 2kV

Chemical resistance ISO 26987 (EN 423) Resistant to dilute acids,oils, fats,  
current solvents and alkalis

Thermal resistance 
Under¯oor heating ISO 10456 (EN 12524) 0.015m2 K/W 

Suitable

Light fastness EN ISO 105-B02 Method 3 ! 6

Impact sound  
reduction

ISO 140-8 
EN ISO 717-2 " 6dB

Impact sound  
reduction  
with Elafono*

ISO 140-8 
EN ISO 717-2 14dB

Acoustic 
improvement NF S31-074

Determination of  
antibacterial activity ISO 22196 Yes, naturally

*Elafono:  2.0 mm traditional, natural corkment underlay to be installed in combination with any compact Tarkett  
linoleum to get additional sound reduction (up to -14dB, depending on the product).  
Available in rolls "30 x 2m.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett. 

Veneto Sicuro xf2 TM R10
Higher slip rating R10

Main Product Features
·   Superior xf#TM protection for extreme 

mechanical and chemical toughness

·   R10 secure grip combined  
with the ease of cleaning of xf#TM

·   29 colours classical marbled design

·   20 colours are among the 20 Grands 
Classiques 

Surface Treatment

A SURFACE REVOLUTION

Sustainability Tag
Veneto Sicuro xf2TM

Natural 
Renewable

94% 
76%

 
Recyclable  

Recycled content 

100% 
36%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Logistics Information

(2.5mm)
Available in rolls 
Rolls length: !30lm

Laying direction:

General Information
Veneto xf! TM 2.5mm

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0001-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K
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Veneto Sicuro xf!TM R10

C
or

nª

S
un

¯o
w

er

A
m

be
rª

Te
rr

ac
ot

taª

R
as

pb
er

ry

 2.5mm: 1863 612  2.5mm: 1863 628  2.5mm: 1863 636  2.5mm: 1863 641  2.5mm: 1863 945

H
or

iz
on

ª

O
ce

an

La
ve

nd
er

D
ee

p 
B

lu
e

 2.5mm: 1863 663  2.5mm: 1863 665  2.5mm: 1863 670  2.5mm: 1863 767

S
ag

e 

A
bs

in
th

e

A
pp

le
 G

re
en

G
ra

ssª

 2.5mm: 1863 753  2.5mm: 1863 695  2.5mm: 1863 754  2.5mm: 1863 650

Veneto Sicuro xf! TM R10 - Horizon

ª Grands Classiques382



E
gg

sh
el

l

 2.5mm: 1863 619
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 TECHNICAL DATA  STANDARDS Veneto Sicuro xf2 TM  R10
2.5mm

Classi®cation

Classi®cation

ISO 10874 (EN 685)
domestic
commercial
light industrial

Classes:
23
34
43

Characteristics

Surface Treatment xf2 TM

Total thickness ISO 24346 (EN 428) 2.50mm

Total weight ISO 23997 (EN 430) ca. 3 000g/m2

Technical performances

Reaction to ®re EN 13501-1 Cfl s1

Residual indentation ISO 24343 (EN 433) ca. 0.08 mm

Slip resistance DIN 51130
EN 13893

R10 
DS: ! 0.30

Flexibility ISO 23344  
(EN 435 Method A) " 30mm

Castor chair ISO 4918 (EN 425) Suitable for office chairs with castors type W  
(Norm EN 12529)

Static electrical 
propensity EN 1815 < 2kV

Chemical resistance ISO 26987 (EN 423) Resistant to dilute acids,oils, fats,  
current solvents and alkalis

Thermal resistance 
Under¯oor heating ISO 10456 (EN 12524) 0.015m2 K/W 

Suitable

Light fastness EN ISO 105-B02 Method 3 ! 6

Impact sound  
reduction

ISO 140-8 
EN ISO 717-2 " 6dB

Impact sound  
reduction  
with Elafono*

ISO 140-8 
EN ISO 717-2 14dB

Acoustic 
improvement NF S31-074

Determination of  
antibacterial activity ISO 22196 Yes, naturally

*Elafono:  2.0 mm traditional, natural corkment underlay to be installed in combination with any compact Tarkett  
linoleum to get additional sound reduction (up to -14dB, depending on the product).  
Available in rolls "30 x 2m.

The above information is subject to modifications for the benefit of further improvement (07/2015). 

For more detailed technical information, please contact Tarkett. 

Veneto Sicuro xf2 TM R10
Higher slip rating R10

Main Product Features
·   Superior xf#TM protection for extreme 

mechanical and chemical toughness

·   R10 secure grip combined  
 with the ease of cleaning of xf#TM

·   29 colours classical marbled design

·   20 colours are among the 20 Grands 
Classiques 

Surface Treatment

A SURFACE REVOLUTION

Sustainability Tag
Veneto Sicuro xf2TM

Natural 
Renewable

94% 
76%

 
Recyclable  

Recycled content 

100% 
36%

  
Better Indoor

Air Quality
*TVOC AT 28 DAYS

< 100 !g /m 3

Logistics Information

(2.5mm)
Available in rolls 
Rolls length: !30lm

Laying direction:

General Information
Sicuro xf! TM R10

EN 14041:2004

Manufactured by: Tarkett SpA 
05035 Narni, ITALY 

0200-0005-DoP-2013-07 
http://professionals.tarkett.com  

 
According to European  

Classification ISO 10874 (EN 685)

DH
K


